Since the added sensors and actuators significantly change the device dynamics, additional modeling based on physical principles and FEA is needed to determine the modified dynamics. Finally, on-chip signal conditioning is needed to detect capacitance changes, which are on the order of stray or parasitic capacitances. The signal conditioning now occupies significant real estate, resulting in reduced device yield per chip. A control system designed using standard robust feedforward methods can compensate for lateral pull-in and significantly extend the range of travel of the mechanical shuttle.

MEMS CONTROLLER IMPLEMENTATION AND PACKAGING

The VOA controller is implemented using a dSPACE controller board with a sampling time of 12 μs, the minimum sampling time possible with this device. In practice, MEMS controllers must be integrated using fast analog VLSI devices. Consequently, the controllers must be simple.

Integration of MEMS relies on simultaneous fabrication of the device, actuators, sensors, signal conditioning, and control circuitry [7]. Figure 6 shows a multichip system design for the VOA, which includes the device, actuators, lateral sensors, controller IC chip, and optical fiber interconnect.

An additional issue for control design is that the package can change the dynamical model of the device. For instance, damping, which is difficult to model using finite element techniques, depends on the degree of vacuum and, hence, on the packaging. Control systems must be designed to be robust against variable damping coefficients in the system and other packaging effects.

ACKNOWLEDGMENTS

This work was supported by ARO Grant DAAD19-02-1-0366 and NSF GOALI BES 0201773.

REFERENCES

a correction value and sends the data to the control circuit at a rate of 4 kHz. This speed is up from 480 Hz in the company’s previous-generation cameras. Panasonic’s Sakaue states, “In previous models, this MEGA OIS was done with software. The detection data from the gyrosensors was sent to a microcomputer CPU inside the LSI for processing. A part of the new Venus Engine II uses hardware to handle this processing.” The accompanying increase in speed is claimed to provide more precise image stabilization. After processing the instructions from the CPU, the control circuit moves the lens to the specified position, refocusing the image. A dedicated controller drives the lens. A vertical/horizontal linear trace mount, which can move through 360°, supports the OIS lens.

OIS can operate in two modes. In the first mode, which provides continuous compensation for jitter, the lens is constantly moving. Since compensation is always on, the photographer can compose shots using the camera’s LCD screen and see the actual focusing conditions in real time. Takayuki Hayashi, chief engineer of the First Device Development Group, explains that “the advantage of mode 1 is that the image in the LCD monitor is always free of hand shake, but when correction is needed, the scope of correction may be a bit narrow.” The second mode, which performs image stabilization, processes corrections when the shutter is pressed. Because the lens stays centered until the shutter button is activated, this mode provides compensation in all directions. According to Mr. Hayashi, although there may be some jitter in the LCD monitor image, the corrective lens remains near the center of the frame in mode 2 until the shutter button is pressed. Both modes lead to clearer pictures compared to unstabilized systems. Mr. Hayashi explains, “In mode 1, the corrective lens moves to provide continuous correction based on the detection data of the gyrosensors. Mode 2 maintains a lower lever of continuous correction, but provides highly precise correction the instant that the shutter button is pressed.”

The Mega OIS system is offered on ten models of Lumix digital cameras, ranging in price from US$349.95 for a 5-Mpixel model with 3X zoom to US$699.95 for an 8-Mpixel camera with a 12X zoom capability. With consumer electronics makers constantly adding new features and technologies to their products, we can expect to see a proliferation of this control technology to a larger range of devices in the future.

Brent Cardani is an undergraduate majoring in engineering at the University of Michigan. He holds a master’s degree in literature.